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 #WIL1012RDBK-S Installation Instructions
for 10 & 12 Bolt Rear Axle Brake Kit with Wilwood Calipers

Notes: 
Fits Stagered and Non-Stagered applications
This kit is designed to work with 15” or larger wheels. 
Spacers can be ordered separately to compensate for large variation in 
axle length.

 
Instructions:
1.  Disconnect the rear hard lines on the rear axle from the wheel cylin-

ders.
 
2.  Disconnect the rear brake hose from the hard lines on the axle. 

3.  Remove the hard lines from the axle. (New conversion hard lines are 
included with the disk brake kit.). 

4.  Remove the rear drums from the axle. 

5  Disconnect the rear portion of the emergency brake cables from the 
front portion.  Note: When using Wilwood calipers there are not provi-
sions for emergency brake cables. 

6.  Remove the rear axles and backing plates from the axle housing. 

 a. Chevrolet cars need to: Remove the differential gear cover. Remove 
the C-clips from the axles. Remove the axles. Remove the 4 bolts 
securing the backing plates to the housing. Remove the backing plate 
assemblies. 

Continued on next page
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 b. B.O.P. (Buick Oldsmobile, Pontiac) cars need to: Remove the 4 
bolts securing the backing plates and bearing retainers to the housing. 
Remove the axles. Remove the backing plate assemblies. 

7. Check to see if the new wheel studs are longer than the wheel studs in 
the axle. If the new studs are longer install them into the axle. 

8. Install the axles and new brackets onto the axle housing 

a.  Chevrolet cars need to: Install the axles into the housing, Reinstall 
the C-clips on to the axle. Using the new gaskets, reinstall the 
differential cover. Using the new 3/8” hardware, attach the caliper 
bracket to the back side of the axle flanges. 

b.  B.O.P. cars need to: Install the shim on the housing in same loca-
tion the backing plate was. Install the axles, the bearing retainers 
should be against the new shims. Attach the bracket to the back 
side of the axle flanges.  Using the new 3/8” hardware bolt the 
brackets, shims, and bearing retainers to the axle flanges. 

9.  Install the rotors onto the axles. 

10. Install the caliper assemblies onto the caliper brackets with the guide 
pins provided. 

11. Check that the axles can turn freely. 

12. Loosely install the new hoses onto the calipers. Do not tighten the 
bolts against the crush washers at this time. 

13. Install the brake hose tabs and clips onto the new brake hoses. 

14. Loosely connect the new axle hard lines to the brake hoses. The hard 
line may need to be repositioned. Secure the brake hose tabs to the 
axle with the tab clamp. If necessary, secure the hard lines to the axles 
with the appropriate clamps. 

15. Tighten both ends of the brake hoses and hard lines. 

16. Bleed the brakes. 

17. Inspect the brake system for leaks! 

18. Recheck that all the nuts and bolts are tight. 

PLEASE NOTE: The installer needs to make sure that nothing can 
make contact with a brake hose, caliper, or other brake component 

at any point through the entire range of steering and suspension 
movement. The installer also needs make sure none of the steer-
ing or braking components can become bound or jammed at any 

time through the range of suspension or steering movement.

1/4″ grade 5  10lb/ft 1/4″ grade 8  14lb/ft
5/16″ grade 5  19lb/ft 5/16″ grade 8  29lb/ft
3/8″ grade 5  33lb/ft 3/8″ grade 8  47lb/ft
7/16″ grade 5  54lb/ft 7/16″ grade 8  78lb/ft
1/2″ grade 5  78lb/ft 1/2″ grade 8  119lb/ft
9/16″ grade 5  114lb/ft 9/16″ grade 8  169lb/ft
5/8″ grade 5  154lb/ft 5/8″ grade 8  230lb/ft

GENERAL TORQUE SPECIFICATIONS:

NOTE: With 18” and larger wheels we recommend 1/2” 
wheel studs. The larger the wheel diameter, the greater the 
force is on the wheel studs. Please inquire about replace-
ment wheel stud kits available from CPP.

Note: The brake 
caliper needs at least 
7-1/2” clearance. This 
clearance is measured 
from the wheel flange 

towards the frame.


